
P/N 3428/3429

X-Axis, 2"

P/N 3420/3430

Y-Axis, 2"

P/N 3460/3465

Z-axis, 2-1/2"

5500/5510 Mill Adjustable Handwheels

NOTE: Some factory assembled machines may have a 0.005" shim washer P/N 
40030 (not shown) placed between the handwheel and thrust to adjust backlash. If 
removed when servicing the machine they should be replaced in the same position.

43150

43110

90060

90080

41130

43140

40620 (US)
40630 (UK)
40640 (Euro.)

41080

43180

45475
(Hill House-2020)

43120

41080

32100

43360

43460

43100

43170

43160

40440
43130

43170

40520 40660
40670

30220

40670

40660

40690

40020

43230

4004031080

40160

40420

40100

40420

40320
40440

40230

40540

40990

40820

40740

50180 (Plain)

50211

50150

40520

40510

4051050200/51200

40600

50940
50190

40690

50130/51130

50170/51170 R/H

40080/41040

40520

40520

50160/51160

40050/41050

40550
40570

40820

40580

40560

50150

40980
5021140520

40600
40890/41890

40820

50165

45070

40760

50220

50010

40980

45010/45160 

50050

45200

40177/41177

40520

40165

34060

40600

50240

40260

40600
45040

40330

30230

43200 (Label)

43190

40520

3/2/23

40590

45030

45013
34000/34100

40175/41175

45102

40520

40530

40280

50140/5114040530

50280

40900

*Leadscrew Body Part Numbers:
X-Axis (All)—50171/51171
Y-Axis, 5000-Series—50161/51161

40520

40520

50930

50920

(Nylon 
Button)

1297

Sherline Manual 5000 and 5500 Tabletop Vertical Milling Machines
NOTE: Where different, Inch part number is given first, followed by Metric part number.

SHERLINE PRODUCTS INC. • 3235 Executive Ridge • Vista • California 92081-8527 • FAX: (760) 727-7857
Toll Free Order Line: (800) 541-0735 • International/Local/Tech. Assistance: (760) 727-5857 • Internet: www.sherline.com

Leadscrew End Detail
Leadscrew Body*

40290

40310

Exploded View and Part Numbers

40660

Mill Saddle Oiler Detail

50920

50930

40520
40520

40520

Y-Axis Slide Screw 
Insert Lock Screw 

X-Axis Slide Screw 
Insert Lock Screw

40177 (Inch), 41177 (Metric)
Saddle Nut Assembly

Saddle Nut Body
P/N 40174 (Inch)

P/N 41174 (Metric)

Spring, P/N 22630
1/8" Ball, P/N 40178

See Leadscrew Detail


